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iron and steel articles —Specifications and

test methods
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EN 1179, Zinc and zinc alloys --—Primary zinc (K5 #IREE)

EN ISO 1460, Metallic coatings----Hot dip galvanized coatings on ferrous materials----Gravimetric
determination of the mass per unit area (/G mi /5 HOZF IR E - H LR T2 19 E
Figr2) (ISO 1640:1992)

EN 22063, Metallic and other inorganic coatings ----Thermal spraying----Zinc , aluminium and their alloys

(B RETEVRE  Hgn . HGRAEE) (SO 2063:1991).

EN ISO 2064, Metallic and other inorganic coatings----Definitions and conventions concerning the
measurement of thickness (2 /& Il T 7 i7 /5—/ZZ M HTE X AT—HEZ KD (ISO 2064:1980)

EN [ISO 2178, Non-magnetic coatings on magnetic substrates ----Measurement of coating
thickness----Magnetic method —(H1FZRIE LHNTTERNEE = 78 0] =2 /21900 /g E7%)  (ISO
2178:1982)

ISO 752, Zinc ingots. (£F£F)

ISO 2859-1, Sampling procedures for inspection by attributes ----Part 1: Sampling plans indexed by
acceptable quality level (AQL) for lot-by-lot inspection. (1] Z{HFER, BFE /T 45—l 70 GHIM BTH%
1] 75 ) 28 K T I I £ %)

ISO 2859-3, Sampling procedures for inspection by attributes ----Part 3: Skip-lot sampling procedures. (#F
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