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 Maximum Bearing Bar Depth ... 2'/>" (63.5 mm)

e Maximum Bearing Bar Thickness

Steel & Stainless Steel . ...... 31" (4.8 mm)
Aluminum........civneennns /2" (6.4 mm)
e Maximum Depth of I-Bar. ...... 2'/2" (63.5 mm)
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[image: image2.jpg]Approval of an American National Standard requires verification by ANSI that the
requirements for due process, consensus, and other criteria for approval have been
met by the standards developer.

Consensus is established when, in the judgment of the ANSI Board of Standards
Review, substantial agreement has been reached by directly and materially affected
interests. Substantial agreement means much more than a simple majority, but not
necessarily unanimity. Consensus requires that all views and objections be
considered, and that a concerted effort be made toward their resolution.

The use of American National Standards is completely voluntary; their existence does
not in any respect preclude anyone, whether he has approved the standards or not,
from manufacturing, marketing, purchasing, or using products, processes, or
procedures not conforming to the standards.

The American National Standards Institute does not develop standards and will in no
circumstances give an interpretation of any American National Standard. Moreover,
no person shall have the right or authority to issue an interpretation of an American
National Standard in the name of the American National Standards Institute. Requests
for interpretation should be addressed to the sponsor whose name appears on the title
page of this standard.

CAUTION NOTICE: This American National Standard may be revised or withdrawn
atany time. The procedures of the American National Standards Institute require that
action be taken periodically to reaffirm, revise, or withdraw this standard. Purchasers
of American National Standards may receive current information on all standards by
calling or writing the American National Standards Institute.

This standard was developed by representative members of the Metal Bar Grating
Division (MBG) of the National Association of Architectural Metal Manufacturers
(NAAMM) to provide their opinion and guidance on the design and specification of
metal bar gratings. This standard contains advisory information only and is published
as a public service by NAAMM. NAAMM and its Divisions disclaim all liability of any
kind for the use, application, or adaptation of material published in this standard.

Current information on all NAAMM Standards is available by calling or writing the
National Association of Architectural Metal Manufacturers or by going to
Www.naamm.org.
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